
Pulp Bale Clamps
Models BC-P

The Bolzoni Auramo series BC-P pulp bale clamps are designed 
for heavy-duty pulp bale and waste paper bale handling.

BC series are designed for use on both forklifts and wheel 
loaders. Extremely thin and light design for high residual capacity 
and with optimal visibility.

High lifting capacity and wide choice of different openings and arm 
lengths enable efficient handling of one to three pulp-bale units.

Thin arm design makes tight bale stacking and knifing between 
bales easy. Pivoting left arm secures handling even with varying 
bale dimensions.

The clamp frame is made of welded steel profiles. The special 
steel T-profile arm carriers make the clamp extremely strong and 
rigid. Arm carrier bearings are easily replaceable and require a 
minimum amount of lubrication.

A variety of arm, rib and mounting options, as well as hydraulic 
options are available on request.

For dedicated handling of waste paper bales only we recommend 
our BC-P series.



Pulp Bale Clamps

Models BC-P

Range: 10,000 - 13,000 Lbs.

•	 	Bale clamp for standard short pulp bale applications.
•	 	Colourless arms welded directly to the arm carriers.
•	 	Extremely thin and light design with optimal visibility.
•	 	Steel profile frame, strong T-profile   arm carriers.
•	 	Left arm pivoted.
•	 	Slim arm design.
•	 	Built-in integral sideshift.

Options: 
•	 Special openings.
•	 Both arms non-pivoted
•	 Load backrest.
•	 Cylinder protection.

•	 Two hydraulic functions. 

Notes:

BOLZONI AURAMO CANADA LTD.
211 AVENUE LABROSSE,POINT-CLAIRE - QUEBEC 
H9R 1A3 CANADA 
Tel. 800-685-7871 - Fax 514-685-5238

www.bolzonigroup.com      sales.ca@bolzonigroup.com
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BC-110P 12C 62-239 10,000 31,5” 24.4"-94.1" 47.2” 19.3” 63.0” 55.1” 34.4” 2,970 12.1” 11.7” 7.5” 3.1” IV

BC-110P 14C 62-237 10,000 31,5” 24.4"-93.3" 55.1” 19.3” 63.0” 55.1” 34.4” 3,110 13.7” 11.4” 7.5” 3.1” IV

BC-110P 12C 72-259 10,000 31,5” 28.3"-102.0" 47.2” 19.3” 63.0” 55.1” 34.4” 3,000 12.0” 11.7” 7.5” 3.1” IV

BC-110P 14C 72-257 10,000 31,5” 28.3"-101.2" 55.1” 19.3” 63.0” 55.1” 34.4” 3,130 13.6” 11.4” 7.5” 3.1” IV

BC-110P 12C 62-259 10,000 31,5” 24.4"-102.0" 47.2” 19.3” 70.9” 55.1” 34.4” 3,170 11.5” 11.8” 7.5” 3.1” IV

BC-110P 14C 62-257 10,000 31,5” 24.4"-101.2" 55.1” 19.3” 70.9” 55.1” 34.4” 3,280 13.0” 11.6” 7.5” 3.1” IV

BC-110P 12C 72-279 10,000 31,5” 28.3"-109.8" 47.2” 19.3” 70.9” 55.1” 34.4” 3,170 11.5” 11.8” 7.5” 3.1” IV

BC-110P 14C 72-277 10,000 31,5” 28.3"-109.1" 55.1” 19.3” 70.9” 55.1” 34.4” 3,300 13.0” 11.6” 7.5” 3.1” IV

BC-140P 12C 60-297 13,000 31,5” 23.6"-119.9" 47.2” 19.3” 86.6” 55.1” 38.3” 4,010 11.3” 14.8” 8.3” 3.1” IV

BC-140P 14C 60-295 13,000 31,5” 23.6"-116.1" 55.1” 19.3” 86.6” 55.1” 38.3” 4,140 12.6” 14.6” 8.3” 3.1” IV

BC-140P 12C 70-317 13,000 31,5” 27.6"-124.8" 47.2” 19.3” 86.6” 55.1” 38.3” 4,030 11.3” 14.8” 8.3” 3.1” IV

BC-140P 14C 70-315 13,000 31,5” 27.6"-124.0" 55.1” 19.3” 86.6” 55.1” 38.3” 4,160 12.6” 14.6” 8.3” 3.1” IV

BC-140P 12C 60-317 13,000 31,5” 23.6"-124.8" 47.2” 19.3” 94.5” 74.8” 38.3” 4,140 11.1” 14.7” 8.3” 3.1” IV

BC-140P 14C 60-315 13,000 31,5” 23.6"-124.0" 55.1” 19.3” 94.5” 74.8” 38.3” 4,270 12.4” 14.5” 8.3” 3.1” IV

BC-140P 12C 70-337 13,000 31,5” 27.6"-132.7" 47.2” 19.3” 94.5” 74.8” 38.3” 4,160 11.1” 14.7” 8.3” 3.1” IV

BC-140P 14C 70-335 13,000 31,5” 27.6"-131.9" 55.1” 19.3” 94.5” 74.8” 38.3” 4,300 12.3” 14.5” 8.3” 3.1” IV


