
Fork Positioners, 
High Performance, Shaft-guided

Models FM and FV

The Bolzoni Auramo high performance Fork Positioner can 
hydraulically adjust the forks from the driver‘s position. 

Its robust design provides excellent visibility and an optimum 
fork lift truck residual capacity. 

The Shaft Guide Concept with solid material hard-chromed shafts 
and long-life bushings ensures a clean working environment and 
fast operation speed with synchronal fork travel. 

Model FM is designed to fit the standard fork truck forks, while 
Model FV is fitted with bolt-on forks. Both models are non-
sideshifting.

Many special designs, also with telescopic forks, are available.



Fork Positioners, High Performance, Shaft-guided

Models FM (Non-Sideshifting)
Range: 4,600 - 22,000 Lbs.

•	  Double shaft type fork positioner.
•	 Accurate fork positioning, thanks to the hydraulic adjustment 

of the forks within the width of the truck.
•	 For handling of palletised loads.
•	  Excellent visibility, strength and versatility.
•	  Standard lift truck forks can be fitted, without any 

modification.

Features:
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FM 25 287A 4,600@24’’ II 7.5'' - 21.3'' 28.7'' 20.9'' 221 3.9'' 1.7''

FM 25 306A 4,600@24’’ II 7.5'' - 27.2'' 30.6'' 26.8'' 249 3.9'' 1.7''

FM 25 394A 4,600@24’’ II 7.5'' - 31.9'' 39.4'' 31.5'' 272 3.9'' 1.7''

FM 25 413A 4,600@24’’ II 7.5'' - 33.9'' 41.3'' 33.5'' 283 3.9'' 1.6''

FM 25 433A 4,600@24’’ II 7.5'' - 35.8'' 43.3'' 35.4'' 291 3.9'' 1.6''

FM 25 453A 4,600@24’’ II 7.5'' - 37.8'' 45.3'' 37.4'' 300 3.9'' 1.6''

FM 25 472A 4,600@24’’ II 7.5'' - 39.8'' 47.2'' 39.4'' 311 3.9'' 1.6''

FM 25 492A 4,600@24’’ II 7.5'' - 41.7'' 49.2'' 41.3'' 320 3.9'' 1.6''

FM 25 512A 4,600@24’’ II 7.5'' - 43.7'' 51.2'' 43.3'' 329 3.9'' 1.6''

FM 25 551A 4,600@24’’ II 7.5'' - 47.6'' 55.1'' 47.2'' 347 3.9'' 1.6''

FM 25 590A 4,600@24’’ II 7.5'' - 51.6'' 59.0'' 51.2'' 366 3.9'' 1.6''

FM 26 287A 5,500@24’’ II 7.5'' - 21.3'' 28.7'' 20.9'' 241 3.9'' 1.7''

FM 26 306A 5,500@24’’ II 7.5'' - 27.2'' 30.6'' 26.8'' 269 3.9'' 1.7''

FM 26 394A 5,500@24’’ II 7.5'' - 31.9'' 39.4'' 31.5'' 291 3.9'' 1.7''

FM 26 413A 5,500@24’’ II 7.5'' - 33.9'' 41.3'' 33.5'' 302 3.9'' 1.7''

FM 26 433A 5,500@24’’ II 7.5'' - 35.8'' 43.3'' 35.4'' 311 3.9'' 1.7''

FM 26 453A 5,500@24’’ II 7.5'' - 37.8'' 45.3'' 37.4'' 320 3.9'' 1.7''

FM 26 472A 5,500@24’’ II 7.5'' - 39.8'' 47.2'' 39.4'' 331 3.9'' 1.7''

FM 26 492A 5,500@24’’ II 7.5'' - 41.7'' 49.2'' 41.3'' 340 3.9'' 1.7''

FM 26 512A 5,500@24’’ II 7.5'' - 43.7'' 51.2'' 43.3'' 349 3.9'' 1.7''

FM 26 551A 5,500@24’’ II 7.5'' - 47.6'' 55.1'' 47.2'' 366 3.9'' 1.6''

FM 26 590A 5,500@24’’ II 7.5'' - 51.6'' 59.0'' 51.2'' 386 3.9'' 1.6''

FM 35 433B 6,400@24’’ III 7.5'' - 35.8'' 43.3'' 35.4'' 327 4.2'' 1.8''

FM 35 452B 6,400@24’’ III 7.5'' - 37.8'' 45.2'' 37.4'' 336 4.2'' 1.8''

FM 35 472B 6,400@24’’ III 7.5'' - 39.8'' 47.2'' 39.4'' 347 4.2'' 1.8''

FM 35 512B 6,400@24’’ III 7.5'' - 43.7'' 51.2'' 43.3'' 366 4.2'' 1.8''

FM 35 531B 6,400@24’’ III 7.5'' - 45.7'' 53.1'' 45.3'' 375 4.2'' 1.8''

FM 35 571B 6,400@24’’ III 7.5'' - 49.6'' 57.1'' 49.2'' 395 4.2'' 1.8''

FM 35 610B 6,400@24’’ III 7.5'' - 53.5'' 61.0'' 53.1'' 415 4.2'' 1.7''

FM 35 669B 6,400@24’’ III 7.5'' - 59.5'' 66.9'' 59.1'' 444 4.2'' 1.7''

•	 One hydraulic function required.
•	 ITA arm carriers are fitted with adjustable fork stops for 

variation in fork widths of up to “K” + 0.39’’. 
•	 It is recommended that extra wide forks should be bolted on.
•	 For use with standard forks (not included in price).
•	 Fork carriers are predrilled with 3 hole pattern.
•	 The unit is not suitable fro clamping.

Notes:
•	 Special widths.
•	 Load backrest.
•	 Quick disconnect lower hooks.
•	 Special drill holes. 
•	 Model with reach forks.
•	 Bolt-on forks.

Options: 
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FM 50 492B 11,000@24’’ III 9.4'' - 39.8'' 49.2'' 41.3'' 481 4.5'' 2.0''

FM 50 510B 11,000@24’’ III 9.4'' - 41.7'' 51,0 43.3'' 492 4.5'' 2.0''

FM 50 531B 11,000@24’’ III 9.4'' - 43.7'' 53.1'' 45.3'' 503 4.5'' 2.0''

FM 50 551B 11,000@24’’ III 9.4'' - 45.7'' 55.1'' 47.2'' 554 5.0'' 2.2''

FM 50 571B 11,000@24’’ III 9.4'' - 47.6'' 57.1'' 49.2'' 567 5.0'' 2.2''

FM 50 590B 11,000@24’’ III 9.4'' - 49.6'' 59.0'' 51.2'' 581 5.0'' 2.2''

FM 50 630B 11,000@24’’ III 9.4'' - 53.5'' 63.0'' 55.1'' 607 5.0'' 2.2''

FM 50 669B 11,000@24’’ III 9.4'' - 57.5'' 66.9'' 59.1'' 631 5.0'' 2.2''

FM 50 709B 11,000@24’’ III 9.4'' - 61.4'' 70.9'' 63.0'' 656 5.0'' 2.2''

FM 60 512C 13,200@24’’ IV 9.0'' - 41.3'' 51.2'' 44.7'' 839 4.7'' 1.5''

FM 60 571C 13,200@24’’ IV 9.0'' - 47.2'' 57.1'' 44.7'' 894 4.7'' 1.5''

FM 60 610C 13,200@24’’ IV 9.0'' - 51.2'' 61.0'' 44.7'' 938 4.7'' 1.5''

FM 60 630C 13,200@24’’ IV 9.0'' - 53.1'' 63.0'' 53.9'' 949 4.7'' 1.5''

FM 60 728C 13,200@24’’ IV 9.0'' - 63.0'' 72.8'' 63.4'' 1,026 4.7'' 1.5''

FM 60 787C 13,200@24’’ IV 9.0'' - 68.9'' 78.7'' 63.4'' 1,163 4.7'' 1.4''

FM 60 866C 13,200@24’’ IV 9.0'' - 76.8'' 86.6'' 72.8'' 1,300 4.7'' 1.4''

FM 80 709C 17,600@24’’ IV 11.0'' - 57.9'' 70.9'' 63.8'' 1,238 5.1'' 2.1''

FM 80 787C 17,600@24’’ IV 11.0'' - 65.7'' 78.7'' 63.8'' 1,311 5.1'' 2.0''

FM 80 866C 17,600@24’’ IV 11.0'' - 73.6'' 86.6'' 73.2'' 1,391 5.1'' 2.0''

FM 80 945C 17,600@24’’ IV 11.0'' - 81.5'' 94.5'' 73.2'' 1,461 5.1'' 1.9''

FM 100 630C 22,000@24’’ IV 11.0'' - 50.0'' 63.0'' 54.3'' 1,177 5.1'' 2.1''

FM 100 709C 22,000@24’’ IV 11.0'' - 57.9'' 70.9'' 63.8'' 1,249 5.1'' 2.0''

FM 100 787C 22,000@24’’ IV 11.0'' - 65.7'' 78.7'' 63.8'' 1,322 5.1'' 1.9''

FM 100 866C 22,000@24’’ IV 11.0'' - 73.6'' 86.6'' 73.2'' 1,402 5.1'' 1.9''

FM 100 945C 22,000@24’’ IV 11.0'' - 81.5'' 94.5'' 82.7'' 1,472 5.1'' 1.8''

FM 120 787C 17,600@35’’ IV 11.0'' - 65.8'' 78.7'' 63.8'' 1,402 5.5'' 2.2''

FM 120 866C 17,600@35’’ IV 11.0'' - 73.6'' 86.6'' 73.2'' 1,479 5.5'' 2.0''

FM 120 945C 17,600@35’’ IV 11.0'' - 81.5'' 94.5'' 73.2'' 1,545 5.5'' 2.0''

FM 150 827C 17,600@43’’ IV 11.0'' - 70.0'' 82.7'' 63.0'' 1,766 5.7'' 2.1''

FM 150 866C 17,600@43’’ IV 11.0'' - 74.0'' 86.6'' 63.0'' 1,819 5.7'' 2.1''

FM 150 906C 17,600@43’’ IV 11.0'' - 78.0'' 90.6'' 70.9'' 1,874 5.7'' 2.1''

FM 150 945C 17,600@43’’ IV 11.0'' - 81.9'' 94.5'' 70.9'' 1,929 5.7'' 2.1''
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FM 25 / 26 / 35 4.7’’

FV 50 / 60 5.9’’

FV 80 / 100 / 120 / 150 7.9’’

Fork Carrier Dimensions:



Fork Positioners, High Performance, Shaft-guided

Models FV (Non-Sideshifting and Bolt-on Forks)
Range: 2,900 - 22,000 Lbs.

•	 With bolt-on forks.
•	  Double shaft type fork positioner.
•	 Accurate fork positioning, thanks to the hydraulic 

adjustment of the forks within the width of the truck.
•	 For handling of palletised loads.
•	  Excellent visibility, strength and versatility.

Features:
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FV 16 287A 2,900@24’’ II 7.5''-21.3'' 28.7'' 20.9'' 439 3.9'' 9.5''

FV 16 346A 2,900@24’’ II 7.5''-27.1'' 34.6'' 26.8'' 468 3.9'' 9.1''

FV 16 394A 2,900@24’’ II 7.5''-31.9'' 39.4'' 31.5'' 490 3.9'' 8.7''

FV 16 413A 2,900@24’’ II 7.5''-33.9'' 41.3'' 33.5'' 501 3.9'' 8.5''

FV 16 433A 2,900@24’’ II 7.5''-35.8'' 43.3'' 35.4'' 510 3.9'' 8.4''

FV 16 453A 2,900@24’’ II 7.5''-37.8'' 45.3'' 37.4'' 519 3.9'' 8.3''

FV 16 472A 2,900@24’’ II 7.5''-39.8'' 47.2'' 39.4'' 530 3.9'' 8.1''

FV 16 492A 2,900@24’’ II 7.5''-41.7'' 49.2'' 41.3'' 539 3.9'' 8.1''

FV 16 512A 2,900@24’’ II 7.5''-43.7'' 51.2'' 43.3'' 547 3.9'' 8.0''

FV 16 551A 2,900@24’’ II 7.5''-47.6'' 55.1'' 47.2'' 565 3.9'' 7.7''

FV 16 591A 2,900@24’’ II 7.5''-51.6'' 59.1'' 51.2'' 585 3.9'' 7.5''

Max. fork length 59.0''

Above 59.0'' to 94.5'' with fork section 4.7'' x 1.6''.

FV 25 287A 4,600@24’’ II 7.5''-21.3'' 28.7'' 20.9'' 499 3.9'' 10.4''

FV 25 346A 4,600@24’’ II 7.5''-27.1'' 34.6'' 26.8'' 528 3.9'' 10.0''

FV 25 394A 4,600@24’’ II 7.5''-31.9'' 39.4'' 31.5'' 550 3.9'' 9.6''

FV 25 413A 4,600@24’’ II 7.5''-33.9'' 41.3'' 33.5'' 561 3.9'' 9.4''

FV 25 433A 4,600@24’’ II 7.5''-35.8'' 43.3'' 35.4'' 570 3.9'' 9.3''

FV 25 453A 4,600@24’’ II 7.5''-37.8'' 45.3'' 37.4'' 578 3.9'' 9.2''

FV 25 472A 4,600@24’’ II 7.5''-39.8'' 47.2'' 39.4'' 589 3.9'' 9.1''

FV 25 492A 4,600@24’’ II 7.5''-41.7'' 49.2'' 41.3'' 598 3.9'' 9.0''

FV 25 512A 4,600@24’’ II 7.5''-43.7'' 51.2'' 43.3'' 607 3.9'' 8.9''

FV 25 551A 4,600@24’’ II 7.5''-47.6'' 55.1'' 47.2'' 625 3.9'' 8.7''

FV 25 591A 4,600@24’’ II 7.5''-51.6'' 59.1'' 51.2'' 645 3.9'' 8.4''

Max. fork length 59.0’’

Above 59.0'' to 94.5'' with fork section 4.7'' x 2.0''

FV 26 287A 5,500@24’’ II 7.5''-21.3'' 28.7'' 20.9'' 550 3.9'' 10.2''

FV 26 346A 5,500@24’’ II 7.5''-27.1'' 34.6'' 36.8'' 578 3.9'' 9.8''

FV 26 394A 5,500@24’’ II 7.5''-31.9'' 39.4'' 31.5'' 600 3.9'' 9.5''

FV 26 413A 5,500@24’’ II 7.5''-33.9'' 41.3'' 33.5'' 611 3.9'' 9.4''

FV 26 433A 5,500@24’’ II 7.5''-35.8'' 43.3'' 35.4'' 620 3.9'' 9.3''

FV 26 453A 5,500@24’’ II 7.5''-37.8'' 45.3'' 37.4'' 629 3.9'' 9.2''

FV 26 472A 5,500@24’’ II 7.5''-39.8'' 47.2'' 39.4'' 640 3.9'' 9.0''

FV 26 492A 5,500@24’’ II 7.5''-41.7'' 49.2'' 41.3'' 649 3.9'' 8.9''

FV 26 512A 5,500@24’’ II 7.5''-43.7'' 51.2'' 43.3'' 658 3.9'' 8.8''

FV 26 551A 5,500@24’’ II 7.5''-47.6'' 55.1'' 47.2'' 675 3.9'' 8.6''

FV 26 591A 5,500@24’’ II 7.5''-51.6'' 59.1'' 51.2'' 695 3.9'' 8.4''

Max. fork length 59.0’’

Above 59.0'' to 94.5'' with fork section 4.7'' x 2.0''
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FV 35 433B 6,400@24’’ III 7.5''-35.8'' 43.3'' 35.4'' 636 4.2'' 9.3''

FV 35 453B 6,400@24’’ III 7.5''-37.8'' 45.3'' 37.4'' 645 4.2'' 9.2''

FV 35 472B 6,400@24’’ III 7.5''-39.8'' 47.2'' 39.4'' 656 4.2'' 9.1''

FV 35 512B 6,400@24’’ III 7.5''-43.7'' 51.2'' 43.3'' 675 4.2'' 8.8''

FV 35 531B 6,400@24’’ III 7.5''-45.7'' 53.1'' 45.3'' 684 4.2'' 8.7''

FV 35 571B 6,400@24’’ III 7.5''-49.6'' 57.1'' 49.2'' 704 4.2'' 8.5''

FV 35 610B 6,400@24’’ III 7.5''-53.5'' 61.0'' 53.1'' 724 4.2'' 8.3''

FV 35 669B 6,400@24’’ III 7.5''-59.4'' 66.9'' 59.1'' 753 4.2'' 8.1''

Max. fork length 59.0’’

Above 59.0'' to 94.5'' with fork section 4.7'' x 2.0''

FV 45 492B 9,900@24’’ III 9.4''-39.8'' 49.2’’ 41.3'' 859 4.5'' 9.2''

FV 45 512B 9,900@24’’ III 9.4''-41.7'' 51.2’’ 43.3'' 870 4.5'' 9.1''

FV 45 531B 9,900@24’’ III 9.4''-43.7'' 53.1’’ 45.3'' 881 4.5'' 9.1''

FV 45 551B 9,900@24’’ III 9.4''-45.7'' 55.1’’ 47.2'' 932 5.0'' 9.0''

FV 45 571B 9,900@24’’ III 9.4''-47.6'' 57.1’’ 49.2'' 945 5.0'' 8.9''

FV 45 591B 9,900@24’’ III 9.4''-49.6'' 59.1’’ 51.2'' 958 5.0'' 8.8''

FV 45 630B 9,900@24’’ III 9.4''-53.5'' 63.0’’ 55.1'' 985 5.0'' 8.6''

FV 45 669B 9,900@24’’ III 9.4''-57.5'' 66.9’’ 59.1'' 1,009 5.0'' 8.5''

FV 45 709B 9,900@24’’ III 9.4''-61.4'' 70.9’’ 63.0'' 1,035 5.0'' 8.3''

Max. fork length 59.0’’

Above 59.0'' to 94.5'' with fork section 5.9'' x 2.0''

FV 50 492B 11,000@24’’ III 9.4''-39.8'' 49.2'' 41.3'' 923 4.5'' 9.4''

FV 50 512B 11,000@24’’ III 9.4''-41.7'' 51.2'' 43.3'' 934 4.5'' 9.4''

FV 50 531B 11,000@24’’ III 9.4''-43.7'' 53.1'' 45.3'' 945 4.5'' 9.3''

FV 50 551B 11,000@24’’ III 9.4''-45.7'' 55.1'' 47.2'' 996 5.0'' 9.3''

FV 50 571B 11,000@24’’ III 9.4''-47.6'' 57.1'' 49.2'' 1,006 5.0'' 9.2''

FV 50 591B 11,000@24’’ III 9.4''-49.6'' 59.1'' 51.2'' 1,022 5.0'' 9.1''

FV 50 630B 11,000@24’’ III 9.4''-53.5'' 63.0'' 55.1'' 1,049 5.0'' 8.9''

FV 50 669B 11,000@24’’ III 9.4''-57.5'' 66.9'' 59.1'' 1,073 5.0'' 8.8''

FV 50 709B 11,000@24’’ III 9.4''-61.4'' 70.9'' 63.0'' 1,097 5.0'' 8.6''

Max. fork length 59.0’’

Above 59.0'' to 94.5'' with fork section 5.9'' x 2.4''

ca.bolzonigroup.com - sales.ca@bolzoni-auramo.com
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BOLZONI AURAMO CANADA LTD.
90C BRUNSWICK BLVD DOLLARD-DES-ORMEAUX,  
QUEBEC 
H9B 2C5 CANADA 
Tel. 800-685-7871 - Fax 514-685-5238

BOLZONI AURAMO CANADA LTD.
889 PANTERA DRIVE UNIT #6 MISSISSAUGA
ONTARIO
L4W 2R9 CANADA 
Tel. 800-685-7871

www.bolzonigroup.com                                               sales.ca@bolzoni-auramo.com

Fork Positioners, High Performance, Shaft-guided

Models FV (Non-Sideshifting and Bolt-on Forks)

•	 One hydraulic function required.
•	 Forks are attached to arm carriers and secured with 3 bolts.

Notes:

•	 Special widths.
•	 Different fork lengths.
•	 Load backrest.
•	 Quick disconnect lower hooks.
•	 Forks secured with 4 bolts for wider forks.
•	 Special drill holes. 

Options: 

M
od

el

Ca
pa

ci
ty

 L
bs

. @
 

Lo
ad

 C
en

te
r

M
ou

nt
in

g 
Cl

as
s

Op
en

in
g 

Ra
ng

e 
to

 
Ce

nt
er

 o
f F

or
k 

Ar
m

 
Ca

rri
er

Fr
am

e 
W

id
th

Re
qu

ire
d 

Tr
uc

k 

Ca
rri

ag
e 

W
Id

th

W
ei

gh
t L

bs
.

Lo
st

 L
oa

d 
Ce

nt
er

Ho
riz

on
ta

l

Ce
nt

er
 o

f G
ra

vit
y

Q F A M C HCG

FV 60 512C 13,200@24’’ IV 9.1''-41.3'' 51.2'' 44.7'' 1,325 4.7'' 6.8''

FV 60 571C 13,200@24’’ IV 9.1''-47.2'' 57.1'' 44.7'' 1,380 4.7'' 6.8''

FV 60 610C 13,200@24’’ IV 9.1''-51.2'' 61.0'' 44.7'' 1,424 4.7'' 6.7''

FV 60 630C 13,200@24’’ IV 9.1''-53.1'' 63.0'' 53.9'' 1,435 4.7'' 6.7''

FV 60 728C 13,200@24’’ IV 9.1''-63.0'' 72.8'' 63.4'' 1,512 4.7'' 6.7''

FV 60 787C 13,200@24’’ IV 9.1''-68.9'' 78.7'' 63.4'' 1,649 4.7'' 5.7''

FV 60 866C 13,200@24’’ IV 9.1''-76.8'' 86.6'' 72.8'' 1,786 4.7'' 5.4''

Max. fork length 59.0’’

Above 59.0'' to 94.5'' with fork section 5.9'' x 2.3''

FV 80 709C 17,600@24’’ IV 11.0''-57.9'' 70.9'' 55.1'' 1,894 5.1'' 7.4''

FV 80 787C 17,600@24’’ IV 11.0''-65.7'' 78.7'' 63.0'' 1,967 5.1'' 7.1''

FV 80 866C 17,600@24’’ IV 11.0''-73.6'' 86.6'' 70.9'' 2,046 5.1'' 6.9''

FV 80 945C 17,600@24’’ IV 11.0''-81.5'' 94.5'' 73.2'' 2,117 5.1'' 6.7''

Max. fork length 94.5''

Alternative fork section 7.9'' x 2.4''. Additional price
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Q F A M C HCG

FV 100 630C 22,000@24’’ IV 11.0''-50.0'' 63.0'' 47.2'' 2,060 5.1'' 8.6''

FV 100 709C 22,000@24’’ IV 11.0''-57.9'' 70.9'' 55.1'' 2,132 5.1'' 8.3''

FV 100 787C 22,000@24’’ IV 11.0''-65.7'' 78.7'' 63.0'' 2,205 5.1'' 8.1''

FV 100 866C 22,000@24’’ IV 11.0''-73.6'' 86.6'' 70.9'' 2,285 5.1'' 7.8''

FV 100 945C 22.000@24’’ IV 11.0''-81.5'' 94.5'' 73.2'' 2,355 5.1'' 7.6''

Max. fork length 94.5’’

FV 120 787C 17,600@35’’ IV 11.0''-65.7'' 78.7'' 63.8'' 2,285 5.5'' 8.3''

FV 120 866C 17,600@35’’ IV 11.0''-73.6'' 86.6'' 73.2'' 2,364 5.5'' 8.1''

FV 120 945C 17,600@35’’ IV 11.0''-81.5'' 94.5'' 73.2'' 2,435 5.5'' 7.8''

Max. fork length 94.5’’

FV 150 827C 17,600@43’’ IV 11.0''-70.1'' 82.7'' 63.0'' 2,764 5.7'' 8.0''

FV 150 866C 17,600@43’’ IV 11.0''-74.0'' 86.6'' 63.0'' 2,817 5.7'' 7.8''

FV 150 906C 17,600@43’’ IV 11.0''-78.0'' 90.6'' 70.9'' 2,872 5.7'' 7.7''

FV 150 945C 17,600@43’’ IV 11.0''-81.9'' 94.5'' 70.9'' 2,927 5.7'' 7.6''

Max. fork length 94.5’’
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FV 16 3.9’’ x 1.6’’ 47’’ 1.6’’

FV 25 4.7’’ x 1.6’’ 47’’ 1.6’’

FV 26 / 35 4.7’’ x 1.8’’ 47’’ 1.8’’

FV 45 5.5’’ x 2.0’’ 47’’ 2.0’’

FV 50 / 60 5.1’’ x 2.4’’ 47’’ 2.4’’

FV 80 5.9’’ x 2.8’’ 47’’ 2.8’’

FV 100 / 120 7.9’’ x 2.8’’ 47’’ 2.8’’

FV 150 7.9’’ x 3.1’’ 47’’ 3.1’’

Forks Dimensions:


