
Hook-on Sideshifters
Models HN

•	High	visibility.

•	One	piece	upper	profile	for	added	strength.

•	The	 cylinder	 is	 a	 double	 rod	 design	 which	 ensures	 equal	 speed	 in	
both	 directions.	 The	 cylinder	 may	 be	 dismantled	 allowing	 for	 easy	
replacement	of	worn	parts.

•	Easy	and	safe	installation	procedure.

•	Upper	handling	hook	allows	the	sideshift	to	be	fitted	and	serviced.

•	Adjustable	 lower	 hooks	 are	 bolted	 to	 the	 hook	 support	 using	 high	
strength	 bolts	 on	 a	 3	 degree	 sloping	 plane.	This	 prevents	 the	 hook	
from	moving	downwards	and	then	allowing	excessive	clearance	on	the	
fork	lift	carriage.

The	Bolzoni	Auramo	hook-on	sideshift	HN	model	is	a	useful	addition	to	the	fork	lift	truck.	It	is	now	recognized	as	the	first	upgrade	
to	satisfy	the	market	demand	for	improved	reliability	and	efficiency	in	handling.

Don’t	waste	your	time	in	endless	fork	lift	truck	manoeuvres.

Features:
•	Upper	and	lower	pads	are	completely	protected:	the	upper	ones	inside	
the	profile,	the	lower	ones	inside	the	hooks.

•	Grease	fittings	on	the	upper	and	lower	pads	ensure	a	smooth	sideshift	
operating	with	long	life.

•	Load	backrest	is	available	in	48’’	high	Class	II	&	III,	on	request.

•	OSHA	 or	 state	 regulations	 may	 require	 the	 installation	 of	 backrests.	
Bolzoni	Auramo	suggests	that	you	ckeck	your	use	of	sideshifters	against	
these	requirements.



Hook-on Sideshifters

Models HN

•	Bolzoni	Auramo	is	supplying	high	quality	forks.	Ask	for	ready	to	ship	availability	forks.	Ready 
to ship from our 3 North American locations: Chicago, Illinois - Los Angeles, California - 
Thomasville, North Carolina.
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BOLZONI AURAMO INC.
17635	HOffmAN	WAy	-	HOmEWOOD,	ILLINOIS	60430	-	USA	-	Tel.	800-358-5438	-	fax	708-957-8832

www.bolzonigroup.com - sales.us@bolzoni-auramo.com

Range: 5,500	-	15,000	Lbs.

•	#	1	in	visibility.
•	Easy	 mount,	 no	 welding,	 drilling	 or	
tapping	required.

•	full-width	extruded	top	hook	and	carriage	
bar.

•	Lower	and	upper	pads	with	graser.
•	High-pressure	cylinder.
•	Predrilled	for	OEm	load	backrest.

Forks: we’ve got it

•	Extremely	 reduced	 weight	 and	
thickness.

•	Adjustable	lower	hooks.
•	One	hydraulic	function.
•	In	case	of	carriage	with	tapered	ends,	
please	 contact	 Bolzoni	 Auramo	 to	
check	side	shift	compatibility.

•	Various	widths.

•	Different	strokes.
•	Bronze	pads.
•	Load	 backrest	 is	 recommended	 to	
protect	the	driver	and	the	load.


