
Manual Circular Turntable Lift Table
Model 1E-Rot

Making handling and assembling operations easier

The 1E-Rot lift table provides 360-degree rotation of the load in both 
directions, making handling and assembling operations easier. The 
load is accessible without having to reach out or to walk around 
the table. 

A manual locking device is included as standard to prevent 
unintentional rotation when the table is lowered, according to safety 
standards prescriptions. On request, a side integrated rotation block 
is available to provide safe access to the locking system, without 
interfering with the load surface.



Q1
kg

E
mm

A x B
mm

H
mm Kw n. diam. sec.

A1.05.E000R 450 590 1.000 x 800 260 0.55 1 60 10
A1.05.E010R 450 800 1.250 x 800 260 0.55 1 60 13
A1.05.E020R 450 800 1.250 x 1.000 260 0.55 1 60 13
A1.05.E030R 450 1000 1.500 x 800 280 0.55 1 60 20
A1.05.E040R 450 1000 1.500 x 1.000 280 0.55 1 60 20
A1.05.E050R 450 1200 1.800 x 800 300 0.75 1 60 22
A1.05.E060R 450 1200 1.800 x 1.000 300 0.75 1 60 22
A1.10.E000R 900 590 1.000 x 800 260 0.55 2 60 20
A1.10.E010R 900 800 1.250 x 800 260 0.55 2 60 26
A1.10.E020R 900 800 1.250 x 1.000 260 0.55 2 60 26
A1.10.E030R 900 1000 1.500 x 800 280 0.55 2 60 40
A1.10.E040R 900 1000 1.500 x 1.000 280 0.55 2 60 40
A1.10.E050R 900 1200 1.800 x 800 300 0.75 2 60 44
A1.10.E060R 900 1200 1.800 x 1.000 300 0.75 2 60 44
A1.10.E070R 900 1600 2.250 x 800 340 1.1 1 90 37
A1.10.E080R 900 1600 2.250 x 1.000 240 1.1 1 90 37
A1.15.E010R 1400 800 1.350 x 800 310 0.75 1 90 32
A1.15.E020R 1400 800 1.350 x 1.000 310 0.75 1 90 32
A1.15.E030R 1400 950 1.500 x 800 320 0.75 1 90 36
A1.15.E040R 1400 950 1.500 x 1.000 320 0.75 1 90 36
A1.15.E050R 1400 1200 1.800 x 800 330 1.1 1 90 24
A1.15.E060R 1400 1200 1.800 x 1.000 330 1.1 1 90 24
A1.20.E010R 1900 800 1.350 x 800 310 1.1 1 110 24
A1.20.E020R 1900 800 1.350 x 1.000 310 1.1 1 110 24
A1.20.E030R 1900 950 1.500 x 800 320 1.1 1 110 27
A1.20.E040R 1900 950 1.500 x 1.000 320 1.1 1 110 27
A1.20.E050R 1900 1200 1.800 x 800 330 1.1 1 110 37
A1.20.E060R 1900 1200 1.800 x 1.000 330 1.1 1 110 37

Manual Circular Turntable Lift Table

Model 1E-Rot

Range: 450 Kg - 1900 Kg

Notes: 
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•	 For evenly distributed load.
•	 	360-degree manual platform rotation.
•	 	Equipped with a manual block device to prevent 

unintentional rotation when lowered.
•	 	Max 20 cycles per hour, one shift a day.

•	 	Self-lubricating bushings on pivot points.
•	 	Upper and lower position by mechanical stops.
•	 	Hydraulic power pack inside the table provided with relief valve against 

overloading and compensated flow valve for controlled lowering speed.
•	 	Electric equipment controlled by electronic system, with transformer and 

thermal protection.

Bolzoni promotes environmental sustainable research and innovation.
For a lower impact on the environment, Bolzoni lift tables are available with biodegradable hydraulic oil on request, and are all provided 
with high-efficiency electric motors IE3. Lift tables are painted with water based nontoxic solvent free paint. 
Bolzoni SpA lift tables facility is certified with the Environment Certificate ISO 14001:2015, since 2006.
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CUSTOMIZED SOLUTIONS 
Thanks to our experience and a wide range of 
accessories available, we are able to provide 
customized solutions to improve productivity, 
efficiency and safety to suit all specific 
requirements.

Mechanical rotation block integrated into 
the platform. Collapsed height increased 
by 50 mm providing safe access to the 
locking system, without interfering with 
the load surface.
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